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OF DELTA ELECTRONICS, INC. AND SHALL NOT BE REPRODUCED
OR USED AS THE BASIS FOE THE MANUFACTURE OR SELL OF
APPARATUSES OR DEVICES WITHOUT PERMISSION.

REV.[ ECN NO.
MOTOR CONNECTOR
MS3102420-18P
ENCODER CONNECTOR
MS3102A20-29P
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OIL SEALCTC TYPE)
ONLY FOR DIL-SEAL MODEL
DIMENSION TABLE (MODEL WITHOUT BRAKE)
MODEL L [ R[S ] s v w][ v T | RA TP 8 8
ECMA-CLI010AS T T T > T
ECMA-CLII010CS M6, Depth 20 =
ECMAZCENOIOES | 5305 | 45 | 370 | 7 2| % | @ 8 7 | 18 - -
ECMA-CCIL010PS
M6, Depth 20
ECMA-CCIIOI0RS ¥ |8 8 R ep
ECMA-CCI1020AS N
ECMA-CL11020CS N6, Depth 20
ECMA-CLII020ES SHAFT END DETAILS KEY DETAILS
ECHA-CCal020Gs | 199 | 45 |30 | 7 | 22| ¥ | 8 8 T . —
ECMA-CLI1020PS
A CE50RS 3 8 8 7 | 18 |M6, Depth 20
AREFTRROEREAT DRAWN: DESIGN:
RELTA DELTA ELECTRONICS, INC. [aAPPROVE! DATE: 10/21/2013
DIMENSIONAL TOLERANCE.
THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY Yy ¢ ¢ ) ) ANGLES

[DECIMALS <50 201 <50 £0.15
X 1203 >50~1000.45 >50~100 0.2
X.X 1202 .2 25

<50 £02 <30° c0.1*
>50~100 0,25 >30°~60%0,3°|

XX6£04 >200~ <0.2% >200~ =0.254 >200~ =0.3%

13 >60°~90%0.5°|

DESCRIPTION: CONFIDENTIAL [ A 3]y =f[PART NO. REV.
MOTOR_F 100 SIZE | e 00
USED ON] UNIT| mm  [SCALE] [ sHEET 1 0F1

FRAME NAME: DF—MEASH—SROE.D\J.G
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